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TC POTTS-SMITH DRESSING FORCEPS

straight; serrated

18.0cm (7.2")

SKU: 021-026-18
Categories: Forceps, Open Surgery

ZUSÄTZLICHE INFORMATIONEN

UNIT pcs.

TYPE Dressing Forceps, Tissue Forceps

Aesculap BD156

MATERIAL Tungsten Carbide(TC)

KLS Martin 12-258-18

AUTHORS POTTS, SMITH

Medicon 06.02.68

SPECIFICATIONS serrated, straight

ZUSÄTZLICHE INFORMATIONEN

UNIT pcs.

TYPE Dressing Forceps, Tissue Forceps

Aesculap BD156

https://endoscopy-surgical-instruments.com/product-category/open-surgery/forceps/
https://endoscopy-surgical-instruments.com/product-category/open-surgery/
https://endoscopy-surgical-instruments.com/unit/pcs/
https://endoscopy-surgical-instruments.com/type-2/dressing-forceps/
https://endoscopy-surgical-instruments.com/type-2/tissue-forceps/
https://endoscopy-surgical-instruments.com/material/tungsten-carbidetc/
https://endoscopy-surgical-instruments.com/authors/potts/
https://endoscopy-surgical-instruments.com/authors/smith/
https://endoscopy-surgical-instruments.com/specifications/serrated/
https://endoscopy-surgical-instruments.com/specifications/straight/
https://endoscopy-surgical-instruments.com/unit/pcs/
https://endoscopy-surgical-instruments.com/type-2/dressing-forceps/
https://endoscopy-surgical-instruments.com/type-2/tissue-forceps/
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MATERIAL Tungsten Carbide(TC)

KLS Martin 12-258-18

AUTHORS POTTS, SMITH

Medicon 06.02.68

SPECIFICATIONS serrated, straight

https://endoscopy-surgical-instruments.com/material/tungsten-carbidetc/
https://endoscopy-surgical-instruments.com/authors/potts/
https://endoscopy-surgical-instruments.com/authors/smith/
https://endoscopy-surgical-instruments.com/specifications/serrated/
https://endoscopy-surgical-instruments.com/specifications/straight/

